
When you’re at a campground, you’ve already paid to use the

electricity. So why not use it to take the chill off your RV and save

your limited supply of propane? With the Coleman®-Mach® HP2™

High Performance Heat Pump you get an economical, electric

source of heat and a high performance air conditioner 

in one sleek package.

The HP2™cools exceedingly well with a powerful 15,000 BTU

nominal cooling capacity. When a chill is in the air, a special

reversing valve enables the cooling system to convert to 

a heating system. In fact, with the HP2™, you can put 

two-and-a-half times more heat into your RV than you can with

an electric heat str ip.

The rooftop heat pump that

cools your RV
on a chilly day.

HP2
™

HIGH PERFORMANCE HEA T PUMP

warms you
and also 



Delivers 2.5 times more heat than
heat strips for the

same amount of power.

Coleman is a registered trademark of The Coleman Company, Inc. used under license. Mach is a registered trademark and 
HP2 is a trademark of RV Products, a Division of Airxcel, Inc.      ©2003, RV Products, a Division of Airxcel, Inc.      Form 130-0603

*Optional Heater Assembly
**Ins talled weight will vary with Ceiling Package Option.
1Tested under the following conditions: Cooling A.R.I. Standard Conditioning 80° F. DB/67° F. WB Indoor, 95° F. DB Outdoor at 115 VAC.
2Tested under the following conditions: Cooling A.R.I. Standard Conditioning 95° F. DB/71° F. WB Indoor, 115° F. DB Outdoor at 103.5 VAC.
3Tested under the following conditions: 47° F. Outdoor Temperature.

IMPORTANT: It is not the policy of RV Products to size generators for application in recreational vehicles. However, when sizing generators, 
the electrical power consumption in watts for the entire vehicle must be determined and taken into consideration. 
RV Products tests all units in accordance with A.R.I. Standard 210.

• The HP2™with a free-delivery ceiling assembly is ideal for use in
folding camping trailers.

•For ducted applications, you can set the HP2™thermostat for
either electric or gas heat. In the electric heat setting, the HP2™

will be your primary heat source as long as the vehicle interior
temperature does not drop 5 degrees below thermostat setpoint.
If interior vehicle temperature does drop 5 degrees below
thermostat setpoint, the thermostat will automatically activate
gas furnace operation. The gas furnace operation continues until
the thermostat setpoint has been satisfied, after which the HP2™

will again automatically become the primary heat source.

• A plastic drain pan eliminates corrosion with small holes that let
the water out without letting outdoor air in.

•N ew two piece inter-locking paintable shrouds include
condenser coil protection.

• A 5,600-BTU electric heat str ip is included as a back-up heat 
source when outside temperatures are too cold for effective
heat pump operation.

• All-copper tubing has gas-flux brazed joints which are more
corrosion-resistant than welds. The copper tubing is rif led
inside to create turbulence in the coolant, enhancing the
system’s ability to dissipate heat.

• The fan motor is mounted directly to the bulkhead to fix the
relative position of the motor, blower wheel and scroll. This
prevents any distortion of the angle of the wheel and ensures a
free turning action.

Now you can get an economical, electric source of heat 
and a high performance air conditioner in one!

HP2
™

HIGH PERFORMANCE HEA T PUMP

Nominal BTU Cooling Capacity 15,000

Compressed Locked Rotor Amps 71.0

Heating Capacity in Heat Pump Mode (at 47° F) 12,700

Running Watts/Cooling1 1,748

Running Watts/Cooling2 2,117

Running Watts/Heating3 1,675

Electrical Rating 115V 60 Cycles 1 Phase

Heating Capacity of Electric Strip1 5,600

Compressor Cooling Full Load 12.6

Total Standard Condition 16.0

Evaporator Air Delivery CFM (high speed) 325

Unit Weight (lbs.)* 90

HP2™ Heat Pump Specifications – 8535 Series

Ideal for use with 
folding campers!


